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TAP-CHANGERS –  

 
Part 1: Performance requirements  

and test methods 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60214-1 has been prepared by IEC technical committee 14: Power 
transformers. 

This second edition cancels and replaces the first edition published in 2003. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

• incorporation of requirements on vacuum type on-load tap-changers, 

• incorporation of requirements on gas insulated tap-changers, 

• changes in the type tests to fit with the service conditions, 

• reference to the newest edition of IEC 60076-3:2013. 
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This bilingual version (2014-12) corresponds to the monolingual English version, published in 
2014-05. 

The text of this standard is based on the following documents: 

CDV Report on voting 

14/746/CDV 14/767A/RVC 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the IEC 60214 series, published under the general title Tap-changers, can 
be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 

 



 – 8 – IEC 60214-1:2014 © IEC 2014 

TAP-CHANGERS –  
 

Part 1: Performance requirements  
and test methods 

 
 
 

1 Scope 

This part of IEC 60214 applies to on-load tap-changers of both resistor and reactor types, de-
energized tap-changers, and their motor-drive mechanisms. 

It applies mainly to tap-changers immersed in mineral insulating oil according to IEC 60296 
but may also be used for tap-changers with air or gas insulation or immersed in other 
insulating liquids insofar as conditions are applicable. 

It applies mainly to tap-changers with arcing contacts but may also be used for arcing-free on-
load tap-changers (such as electronic switching) insofar as conditions are applicable. 

This part of IEC 60214 applies to power and distribution transformers of all types and also to 
reactors. 

It does not apply to transformers and reactors mounted on railway rolling stock. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60050 (all parts), International Electrotechnical Vocabulary (available at 
http://www.electropedia.org) 

IEC 60050-421, International Electrotechnical Vocabulary – Chapter 421: Power transformers 
and reactors 

IEC 60060-1, High voltage test techniques – Part 1: General definitions and test requirements 

IEC 60076-3:2013, Power transformers – Part 3: Insulation levels, dielectric tests and external 
clearances in air 

IEC 60076-7:2005, Power transformers – Part 7: Loading guide for oil-immersed power 
transformers 

IEC 60076-21:2011, Power transformers – Part 21: Standard requirements, terminology, and 
test code for step-voltage regulators 

IEC 60137:2008, Insulated bushings for alternating voltages above 1 000 V 

IEC 60214-2:2004, Tap-changers – Part 2: Application guide  

IEC 60270, High-voltage test techniques – Partial discharge measurements 

http://www.electropedia.org/
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IEC 60296, Fluids for electrotechnical applications – Unused mineral insulating oils for 
transformers and switchgear 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60050-421 as well 
as the following apply. 

3.1  
on-load tap-changer  
OLTC 
device for changing the tap connections of a winding, suitable for operation while the 
transformer is energized or on load 

Note 1 to entry: On-load tap-changers are sometimes called load tap-changers (LTC). 

3.2  
non-vacuum type on-load tap-changer 
on-load tap-changer with contacts that break and make the load and circulating currents and 
where the arcing takes place in a liquid or gas, the tap-changer itself being placed in liquid or 
gas 

Note 1 to entry: This definition does not apply to arcing-free on-load tap-changers. 

3.3  
vacuum type on-load tap-changer 
on-load tap-changer where vacuum interrupters (VI) break and make the load and circulating 
currents, the tap-changer itself being placed in a different medium such as liquid or gas 

3.4  
tap selector 
device designed to carry, but not to make or break, current, used in conjunction with a 
diverter switch to select tap connections 

3.5  
diverter switch 
switching device used in conjunction with a tap selector to carry, make and break currents in 
circuits which have already been selected 

Note 1 to entry: Diverter switches are sometimes called arcing switches. 

3.6  
selector switch 
switching device capable of carrying, making and breaking current, combining the duties of 
a tap selector and a diverter switch 

Note 1 to entry: Selector switches are sometimes called arcing tap switches. 

Note 2 to entry: In non-vacuum type selector switches the selection of tap connections (tap selector duty) and the 
diversion of the through-current (diverter switch duty) are carried out by the same contacts.  

Note 3 to entry: In vacuum type selector switches the selection of tap connections (tap selector duty) and the 
diversion of the through-current (diverter switch duty) are carried out by different contacts. 
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AVANT-PROPOS 

1) La Commission Electrotechnique Internationale (IEC) est une organisation mondiale de normalisation 
composée de l'ensemble des comités électrotechniques nationaux (Comités nationaux de l’IEC). L’IEC a pour 
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mesure possible, à appliquer de façon transparente les Publications de l’IEC dans leurs publications nationales 
et régionales. Toutes divergences entre toutes Publications de l’IEC et toutes publications nationales ou 
régionales correspondantes doivent être indiquées en termes clairs dans ces dernières. 

5) L’IEC elle-même ne fournit aucune attestation de conformité. Des organismes de certification indépendants 
fournissent des services d'évaluation de conformité et, dans certains secteurs, accèdent aux marques de 
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l’objet de droits de brevet. L’IEC ne saurait être tenue pour responsable de ne pas avoir identifié de tels droits 
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1 Domaine d’application 

La présente partie de l’IEC 60214 s’applique aux changeurs de prises en charge aussi bien 
de type à résistance qu’à bobine d’inductance, aux changeurs de prises non alimentés et à 
leurs mécanismes d’entraînement à moteur. 

Elle s’applique essentiellement aux changeurs de prises immergés dans de l’huile minérale 
isolante selon l’IEC 60296, mais elle peut également être utilisée pour des changeurs de 
prises à isolation gazeuse ou dans l'air, ou immergés dans d’autres liquides isolants, dans la 
mesure où les conditions sont applicables. 

Elle s’applique essentiellement aux changeurs de prises avec contacts d’arc, mais peut 
également être utilisée pour les changeurs de prises en charge sans arc (tels que les 
changeurs à coupure électronique), dans la mesure où les conditions sont applicables. 

La présente partie de l’IEC 60214 s’applique à tous les types de transformateurs pour 
applications de puissance et de distribution et également aux bobines d’inductance. 

Elle ne s’applique pas aux transformateurs et bobines d’inductance montés sur matériel 
roulant ferroviaire. 

2 Références normatives 

Les documents suivants sont cités en référence de manière normative, en intégralité ou en 
partie, dans le présent document et sont indispensables pour son application. Pour les 
références datées, seule l’édition citée s’applique. Pour les références non datées, la 
dernière édition du document de référence s’applique (y compris les éventuels 
amendements). 

IEC 60050 (toutes les parties), Vocabulaire Electrotechnique International (disponible à 
l’adresse http://www.electropedia.org) 

IEC 60050-421, Vocabulaire Electrotechnique International – Chapitre 421: Transformateurs 
de puissance et bobines d'inductance 

IEC 60060-1, Technique des essais à haute tension – Partie 1: Définitions et exigences 
générales 

IEC 60076-3:2013, Transformateurs de puissance – Partie 3: Niveaux d’isolement, essais 
diélectriques et distances d’isolement dans l’air 

IEC 60076-7:2005, Transformateurs de puissance – Partie 7: Guide de charge pour 
transformateurs immergés dans l’huile 

IEC 60076-21:2011, Power transformers – Part 21: Standard requirements, terminology, and 
test code for step-voltage regulators (disponible en anglais seulement) 

http://www.electropedia.org/
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IEC 60137:2008, Traversées isolées pour tensions alternatives supérieures à 1 000 V 

IEC 60214-2:2004, Tap-changers – Part 2: Application guide (disponible en anglais 
seulement) 

IEC 60270, Techniques des essais à haute tension – Mesures des décharges partielles 

IEC 60296, Fluides pour applications électrotechniques – Huiles minérales isolantes neuves 
pour transformateurs et appareillages de connexion  

IEC 60529, Degrés de protection procurés par les enveloppes (Code IP) 

3 Termes et définitions 

Pour les besoins du présent document, les termes et définitions de l’IEC 60050-421, ainsi que 
les suivants s’appliquent. 

  3.1
changeur de prises en charge  
OLTC 
dispositif destiné à changer les connexions aux prises d’un enroulement et pouvant être 
manœuvré lorsque le transformateur est sous tension ou en charge 

Note 1 à l'article: Les changeurs de prises en charge (ou "on-load tap-changers" en anglais) sont parfois appelés 
load tap-changers (LTC) en anglais. 

Note 2 à l'article: L’abréviation « OLTC » est dérivée du terme anglais développé correspondant « on-load tap-
changer ». 

  3.2
changeur de prises en charge de type sans vide 
changeur de prises en charge comportant des contacts qui établissent et coupent la charge, 
ainsi que les courants de circulation, et où l'arc se produit dans un liquide ou un gaz, le 
changeur de prises proprement dit étant placé dans un liquide ou un gaz  

Note 1 à l'article: Cette définition ne s'applique pas aux changeurs de prises en charge sans arc. 

  3.3
changeur de prises en charge de type à vide 
changeur de prises en charge où les interrupteurs à vide établissent et coupent la charge, 
ainsi que les courants de circulation, le changeur de prises proprement dit étant placé dans 
un milieu différent tel qu'un liquide ou un gaz 

  3.4
sélecteur de prises 
dispositif destiné à conduire le courant, mais non à l’établir ou à le couper, utilisé 
conjointement avec un commutateur pour établir à l’avance les connexions aux prises 

  3.5
commutateur 
dispositif de coupure utilisé conjointement avec un sélecteur de prises pour conduire, établir 
et couper les courants dans les circuits qui ont été établis à l’avance 

Note 1 à l'article: Les commutateurs sont parfois appelés commutateurs d’arc. 

  3.6
sélecteur en charge 
dispositif de coupure pouvant conduire, établir et couper les courants en combinant les 
fonctions d’un sélecteur de prises et d’un commutateur 




