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sätta stilla sin nyfikenhet genom att hålla utkik efter 
inplanerade aktiviteter på elstandard.se eller kontakt 
oss för skräddarsydda alternativ i ämnet åskskydd.
Plenarmöte med IEC TC 81 genomfördes i decem-
ber, där Sverige var representerat av Johan Bäckman, 
ordförande för TK 81 (även utbildare för ovan nämn-
da utbildningar).

Hela serien IEC 62305 klar i IEC
Åskskyddsstandardserien IEC 62305 edition 3 är nu 
fastställd.

I samband med uppdateringen tillgodoses ett stort 
behov av de skyddsfunktioner som erfordras för da-
gens tekniskt sett moderna installationer i byggnader, 
inte minst med takinstallationer (solceller m m). Det-
ta medför att vi i givits möjlighet att på nationell nivå 
att kunna implementera dessa som Svensk Standard.    
Johan Bäckman sitter även med i den internationella 
arbetsgrupp (WG 18) som arbetar med framtagan-
det av ”Lightning protection guide”. Här ligger vi 
i Sverige i framkant då vi har mycket erfarenhet av 
handböcker inte minst SEK Handbok 452, Åsk-
skyddshandboken.

Ett nästa steg framöver blir att uppdatera till utgåva 2 
av Åskskyddshandboken.

Johan Bäckman, 
ordförande SEK TK 81
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If the separation distance s is not maintained, and a bonding connection between the LPS and 
the PV panel frame or the construction frame is required, then in addition to the use of class I 
SPDs, shielding of the DC wiring is recommended (shielded cable, metallic cable ducts or 
conduit). 

In this case the shield should be considered as a down conductor and capable of carrying 
partial lightning currents. The shield should be connected on both ends to the local bonding 
bars. 

F.2 Structures with roof-mounted PV systems 

F.2.1 Description and assumptions 
• If a module array is protected by a lightning protection system (LPS) (see Figure F.2) and 

the separation distance s is maintained, test class II SPDs should be installed on the 
DC lines to protect the PV module and the inverter(s). The peak value of this current is 
In = 5 kA 8/20 (see IEC 62305-1:2024, Table E.1 and Table E.2) when protection 
according to lightning protection level (LPL) III is required. 

• If a module array is protected by an LPS the separation distance s is recommended to be 
maintained.  

• If the separation distance s cannot be maintained, test class I SPDs should be installed on 
the DC lines to protect the PV module and the inverter(s), and adequate separation 
between these DC lines and other parts of the installation need to be considered. 

• The lightning current discharges to earth via the LPS down conductors and the DC 
electrical system (via the DC-SPDs) and bonding conductors if present. 

 

Figure F.2 – Protection of a roof-mounted PV system 

F.2.2 Simplified calculation for the lightning current flowing in DC conductors 

In case of a non-isolated LPS (i.e. separation distance not maintained), the lightning current 
will flow also through the DC power conductors since there is an ohmic coupling with the LPS 
through SPDs. 
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Kunskapen inom åskskyddsteknik i Sverige är i en 
uppåtgående trend, mycket på grund av en mängd 
olika utbildningsalternativ som SEK Svensk Elstan-
dard nu har arrangerat i över 5 år. Dessa har varit 
allt från tvådagarsutbildningar, endagsutbildningar, 
halvdagsutbildningar till 2-timmarswebbinarier. 
SEK Svensk Elstandard tackar för all fin respons hit-
tills och uppmuntrar läsare och intressenter att fort-
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